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AD-4329 WEIGHING INDICATOR

M+ MD GROSS NET PT ZERO

CAL—
Hidden behind the cover on the front panel. Enter the
calibration mode/Enter the CF functions settings.

Keys

OPR/STB Turns display On/Off. The load cell is
still powered when the display is off.

PRESET TARE — Sets the preset tare weight.

M+ ——  Accumulates the displayed weighing
value.
MODE Displays and clears the accumulated

weighing values. Used in calibration.

NET/B/G NET GROSS — Switches between net and gross
weights.

0 ZERO Sets the zero point.
T TARE Subtracts the tare weight.
PRINT Outputs data to a peripheral device

such as a printer. Save parameters
in the Function settings.

The AD-4329 is your best choice for a variety of applications such as
platform scale, packer scale, hopper scale, check-weigher and truck scale.

® Vacuum fluorescent display.

® Accumulative data is stored into memory
automatically or manually.

e Comparator output (Hi/OK/Lo) to optional
relays.

e Set-point comparison for batching applications.
(Near Zero/Prelim/Target/Free Fall)

e Selectable weighing ranges.(up to triple ranges)

e Standard RS-232C.

® 4-point digital linearization.

@ 1/20,000 displayed count resolution.(maximum)

® Powers up to 8 units of load cells at 350Q.

@ Averaging time and width can be selected for
various applications.

® RFI/EMI protected.

® Meets OIML Class III specifications.

@ Mount on panel, column or desk top.

® Enters predetermined tare weight from keypad.

@ Can be controlled via external input.



Your Best Solution

Best Price Performance for your various applications
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Platform Scale PC Interface Truck Scale
Standard RS-232C

AD-4329
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Packer Scale
Relay output

* Near Zero

« Prelim

* Target

« Free Fall

External Display
AD-8919/AD-8920
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Hopper Scale Printer

Relay output . AD-8118A/B
* Near Zero Check Weigher

* Prelim Comparator output

« Target (Hi/OK/Lo)

* Free Fall

Rear Panel View

(@ Standard RS-232C Interface

(2 Optional comparator output (AD-4329-02)
3 External control input

@ Standard current loop output

® Load cell connector







