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Specifications

B S\\-6KS | SW-15KS | SW-15KM | SW-30KM | SW-60KM |SW-150KM| SW-60KL | SW-150KL |
15 15 30 60 150 60 150

Capacity 6
kg Min. display 0.002 0.005 0.005 0.01 0.02 0.05 0.02 0.05
0.001 * 0.002 * 0.002 * 0.005 * 0.01 * 0.02 * 0.01 * 0.02 *
0.0005 0.001 0.001 0.002 0.005 0.01 0.005 0.01
Capacity 13 33 33 66 130 330 130 330
Ib Min. display 0.005 0.01 0.01 0.02 0.05 0.1 0.05 0.1
0.002 * 0.005 * 0.005 * 0.01 * 0.02 * 0.05 * 0.02 * 0.05 *
0.001 0.002 0.002 0.005 0.01 0.02 0.01 0.02
Capacity 210 520 520 1050 2100 5200 2100 5200
oz Min. display 0.1 0.2 0.2 0.5 1 2 1 2
0.05 * 0.1* 0.1* 0.2 * 0.5* 1* 0.5* 1*
0.02 0.05 0.05 0.1 0.2 0.5 0.2 0.5
Ib-oz  Capacity 13 33 33 66 130 330 130 330
Min. display 0.1 0.1 0.1 0.1 1 1 1 1
Number of samples 5 pieces (Can be changed to 10, 20, 50 or 100)
Maximum count 120,000 pcs 150,000 pcs 150,000 pcs 150,000 pcs 120,000 pcs 150,000 pcs 120,000 pcs 150,000 pcs
Minimum unit weight | 0.00005 kg 0.0001 kg 0.0001 kg 0.0002 kg 0.0005 kg 0.001 kg 0.0005 kg 0.001 kg
Z‘ize:i?:t'gn) 0.001 kg 0.002 kg 0.002 kg 0.005 kg 0.01 kg 0.02 kg 0.01 kg 0.02 kg
Linearity +0.002 kg +0.005 kg +0.005 kg +0.01 kg +0.02 kg +0.05 kg +0.02 kg +0.05 kg
Sensitivity drift +20 ppm / °C (5 °C to 35 °C / 41 °F to 95 °F)
Display Weight: 7 segment LED display (Character height: 14.6 mm)
Comparator: Red/Yellow/Green/Yellow/Red LED
Display update 10 times per second
Operating conditions -10°C to 40 °C / 14 °F to 104 °F
Power supply AC main (100 V ~ 240 V) or
SLA Battery (option), Approx. 90 hours (depends on usage)
Weighing pan size 250 x 250 mm /9.8 x 9.8 in. 300 x 380 mm / 11.8 x 15.0 in. 390 x 530 mm / 15.4 x 20.9 in.
Dimensions 250(W) x 480(D) x 353.5(H) mm 300(W) x 601(D) x 722.5(H) mm 390(W) x 751(D) x 722.5(H) mm
(for the pole type) 9.8(W) x 18.9(D) x 13.9(H) in. 11.8(W) x 23.7(D) x 28.4(H) in. 15.4(W) x 29.6(D) x 28.4(H) in.
(“fjfirf:“;‘;rlzxt'yr;:)‘e) 7.7kg/17.01b 13.0kg/28.7 Ib 16.2kg/35.7 Ib
Calibration weight 6 kg 15 kg 15 kg 30 kg 60 kg 150 kg 60 kg 150 kg
(factory setting) 121b 30 Ib 30 Ib 60 Ib 120 Ib 300 Ib 120 Ib 300 Ib

* Factory setting

Options OP-02 Sealed lead acid rechargeable battery OP-10 Long pole stand
OP-03* RS-232C+comparator relay output OP-11 Desktop/wall-mount stand

OP-04* RS-422/485

* OP-03 and OP-04 cannot be used at the same time.

OP-09 Short pole stand (for SW-6KS/15KS) * The SW is not IP69K compliant with OP-03 or OP-04.

Specifications (base unit only)

IR S5-6K135\V |SB-15K13SW | SB-15K14SW |SB-30KL4SW | SB-60KL4SW | SB-150K14SW | SB-60K15SW | SB-L50K155W |

Capacity 6 kg 15 kg 15 kg 30 kg 60 kg 150 kg 60 kg 150 kg
Zero balance 0.27£0.2mV/V | 0.11+0.2 mV/V 0.13 0.2 mv/V 0.07 £0.2mV/V | 0.03+0.2mV/V | 0.11 £0.2 mV/V | 0.04 £ 0.2 mV/V
Rated output 1 mv/V £ 10% 0.5 mV/V + 10% ‘ 1 mV/V + 10%

Linearity & hysteresis

0.03% of rated output

Compensated

temprature range

-10°C to 40 °C / 14 °F to 104 °F

Max. exitation voltage DC 15V
I t t inal
S 1780Q +50Q
resistance
Output terminal
1600Q +£10Q

resistance

Isolation resistance

Greater than 5000 MQ at DC 50 V

Cable 2 6 x 1.5 m, shielded cable including 4 wires
Weighing pan size 250 x 250 mm /9.8 x9.8in. 300 x 380 mm /11.8 x 15.0in. 390 x 530 mm / 15.4 x 20.9 in.
Mass (approximate) 3.7 kg 8.2 kg 11.2 kg
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